9^m^n^^<iA'> 75715 

E 02 D 5/50 8404- 2D 

5/44 A— 8404'^ 20 

5/5« 8404-2D iggsr* aat:it. ^guna i (jfesg) 

®1» Jl 1662-232536 
9ai n IB6ZCl987)9^18B 





m 








S ¥ 








14 


m 


«l =: 


®% 


m 




ft 


n 


St « 








W 




K 










IF 








A 


B 2 





m m m 

« fi 09 Kit! C » a » tt«^ttttTJ9rS« 

« 'ic ;r i <i « c t IX ^ , * c -c. ik a 7j c 

-81 



a » * ti. /t T :^ - m V - r A. . (s) ttiftfici) 
« ift <f 41 < 4c «ft « n ^ T - X T > 3» - . (6) u 
tt-c » « • 

» A* * iittct) a r > 19 — A ^ * r A* <4> *a 
« - (S) 8 tt ttR« IT L » R18(l) » 81 « 



BEST AVAHABLE COPY 



(SbXft B IC (Yi)^W r & tt^ (I) ^BSLL. 

tt^(f> ^CWtB^C CB«««) %ICSK(7«) 

T«ainR<s) « i» a u T ft i> 9 T « « • da) 

>BE « « « • 



-82 



flBfl364-7S71S(2) 
L T ft a t « n BB aft B a u tt9 r 6 ^ . ft 

Ba^f^i^A a >7 9 « f09nBCBSV^^Jl 
<-Bi;ttKB2< TUII8(lt)«>B 
IXB^a-aBBBOEBttl.i '-O.I % t U ^ * 
L^t>BBlTK<t) «) BSB (Ib)ic tf tt « BB 

it> « :fci»B (s«>n (Das B BBK^ «3» B& 

OOfrfTltd) O^IB9B:AliM8 (la)«>91BB 

(s) «fiB*:o&««r«BK«>A« < t^zt^ti 

C«B«a»»«»«n«a«B^T«Jti»ctt« 



CfilBA^Bi)trft«il6<^9B] 



c«BBeB'»y<fj|^-irji > K 


6B 




* 


Bfi 




-cm 


SB 






BBttBB««r-#-evVi^1rji > 


> B 




m 


fllB 




^ a 








/ > hBt— 0«S>S«CBB 


B » 


OB 


B 





BlBli-C^Bno-BBB^B'/BBB.B 
3B(«) A£(d) Itv^/WtrjiVKftBftOBX 

ar4BttBBrrB9IC«>4cC»B^BttltAB«-9 
"^fV^SBT A 5. 

BC4sv*x« <ie)ttBBs (IDtt B B (10>«> 0c 
Btt. (il>ttBB(10>o^BB V (l3>ttftBB 

<l3a) rtv<<>w-ir^vhtt(ll>«>bC— CtB« 
(lib) UV'TA-lrji >KB(lS)OBSAB» 
«1V'r«ICBBttaB« (l4)iiV'fJl^«^>KB 

(i3>nci£A«n. B « n » B n B V . 

(14»> a B 9 R (I4)ff> 4C B « (i4b} tt M V 
(l9)ff>BB C SB S n fe«BB (Ma) J: 9 K B T 
B£i<6d| « frr « B«B:fc V» « <ll)ttB9 

U(14)t*2i:i4A#n« StacBRtfY K(t«)«ir 

^6Bn9, ()>«) uBAkf-r h<t6)caif 



64-75715 ( 3) 



<a) ris,ii} ci^-r J& 5 Kttx « ns. 

/ h tt (ID* e«UTv><. ^uxv-r/nr> 

> h tt (29)j»<ift ft (I0)0 07£ll 8 c 

4&(ii)nKitt. Ilia {= It a o Btt (14V) 

« IT ft ffSifi^M V«t (i4> b 19 A » nx v« 6. tt 



(ii)i«i««^<o«v«&{*mffi*(i4)^r7'f 
A *fc > > I- dttiii; (ii)d< B ft 8 n X i> « j> ^ « « 
f» c >i ^ ft ;& »^«>tti&tt«s« fittft^tstf 
ttJK«9tt:ft«9rrT6iKctt^xAR 

c iS| ± L f: . 

m^difitttd. V •< A. -e j« > h tt <ii) t Kfi w 

M 9 (M)BI <0 O «l t£t 9 <t n U , ?l ^ 

>» > httdDjj^t^ttJtxu* ^*r*'n t 
ifr* u ^ i« B (10) A «t a 9 (I t) & X 0 (12)1= Ji^ 0£ 

aitaainsv) tc (t n v cc (i4)«> 9r £ A « 
«>ftiaKic«r«(i4b} i»«ast-6**&« v-f4.« 
/ ;^ 1- tt(i3)tf>K«icbKaii»ifca»<isb) *sit^ 

iicJ:'>XttB{|0)OX»BCtl>4/-fA-tfJ« > 



tt(tl)^3!fiAAl9K(l4)^^-M:^tt 9 . fi« 
C n lift KB« lUb) €^fr'<-«v<^*^ > 

ttic (i»)« »«i»<ftT-r ft « (lit) ttv-fii^*^ 

V -r jw* ^ V I* tt (!»)«> i^ft 

^ QI9 C «tt tt<l4) <»l9A«nXv^»« 

C 9 V < A'-fe / > !• tt (IDC V * »tft t * V -< 
/ > h Bftn K: fliN Vtt (U)«H A t T 

v^jir^^ y ►'Ayitt(ti)^e«rftw^<ixft 
ft . 

97Btt96BlC4k^9S&ftil V K o K S M 

DBTAft. coK»fitt. ftifirrfli«tt(a4)o 

4^f»«(«4a> 4»9«isttttOK4fifrKi»<tttttti: 

3 a & cf B 4 B c ^ t-tfsfifrBVttiH) 6 n tt c= 

«tt^ ft. 



► tt (I9>« 9BlBttttttl9t«<ni:^Lit & Lxl*. 
cn[rniCLX9^KffB9K(i4)otf«cSlfttt 

ttBToBfiStt^mx«it'ftC£:isJt'>ry-< 

> i>tt(ii)^9^BnB«tt(u)iB)orra:o 

^tx^%Bfr«ett(i4>«<V'rii^'e> vhtt 
(is)i^^ttitftC6tt«<tt«« tt-»xttCiEi:« 

«». MttU«Bttft«ttK(14>^C/SO 
tt> 9|:f|ra(Ut) ft aiEBtt A tt (Ub) «>«9r 

»Q^:v•fiu«y ^«!>KOttct*jCl6fti^»^x 
« ft . 

ttic« cfl9iiBfi^y<>t'-fr/>t'dttttct» 

l76ti:a«>0Q«C'3%^XAHctt':|ICtt9irft* 

y^Jl^'fr^ > htt(lS>(Ott— ttttOtt * DtO} 

ttisHmutt(k4)«4r»a«)a: oti, 

V < > l>tt(ll)OBBBttS0S X 

0 SO} 



-83- 



»nfl64-75715 (4) 



D > D Bl| 

D |0| > D sO| 



- i*> 

- (b) 
^ D si| tt ^ 



S I » S I ( D tt| ✓ 0 sO| ) 



~ <1) 

-IT / f ft (ti) & IBS (I8)R ^ ^ c 



kr/ otf 

(iDoa 

te/ el 

(t3a) 

(I4i) 

o l» T 



D a t, 



omaBiiaoofiajraaKSi a. x 
V < ;ir « / > f (S — ft s 

f 

ff « 9 K (i«>^ ff ti A « S <14b> «a 

Dfij D »Oj ft' (c) 

<c> 0>ik9¥^m^T^ZtKJi^n, «4Bfr 



ft • 

ftc. V ^ « jt :^ |. ft (is}o ttftM a « 



(lSb> <D S D vo^ ^ O J: c 211 £ ^ £ • 
(iDottSflBICSa (lib) ^ 5tM0 (lt)C8«9i»tt 

fii(i9)oa5e«tfa« (lib) ^siisrrMVfiKu} 
0 a « K A fir « ci4b) X fttifcJ9ittAK«<t4b> n 

/ > >- i£ (19)«> « IC a 9 (19b> ^-»«fl«IV 
fe£(l4)9;tttttAfilS(S4b) ^fUDBO'frA^ « 

^ tTk B£ tt a » (Bb)<9 ft D a9(*0 Ji ^ tz 

T ft . 



ir X 0 tO| X S I d i 



'f-Fk I a^A^ x54 



F b 



1 



- (I) 



v-rftu&is^^^vnftd*. Pb I tt»9mtzm 
ft • 



Ft,- 



(Qu x2) X CDtOj -0«d| > Xrx (Osuj ♦D«i^ > 

2 -2 



j«^:<ry > h til(i3)n ttff ttttfttt (lib) ci^i^r 

KClJ:«»at0CA<tllf*'Ct ft. 

«l.0>« y ^ -Cr / > ► (1S>0 €t KB a 0 
(lib) cofiAd, «2.Sa. S, 9 ^ 

d.s N s tit/of & r ft ^ . s, -2ei/vf« tt 



nwinm^ « s 



0.4 X Q « - 4091 yof . A 



«<ff«ftlll Vlit (i4><oa«tt:A:«K (lib) (O & t . 
OaO| « l.ei« -t,0a&^ft6. 



D »t| - D »o, • S , / S I tt^t 

ft H . I* A « f»iB U It « ft C-iT t « • 

m tnm iz » t X ^ 4 it ^ > h m 

(13) «!> asofltaai (19b) xits <is>ca«»a 

«>Saie;fcV»(lib) XttKltlt^««(24b) 

(14) « « IC A V « 04&) 

(24b) (ortGifia^A^ « 5££Ettir«>fb 2 

vxDfo^ KS, Kdj 4-rb t x«3C (DflOi /2) * SA^ xS| -(4) 

% / > 1- a^(ii)ff) ttflgflBicaa (lib) e&v« 



» h 


1 

« s» O 0 so. 






;ft ic w <9 j& VI <9 






M£ D 0( n R 09 91 


n H :o «> ittt «• t r ^ « • 




« (0 ic IK la n 


Kif-^ v^T. »ArTft(t) o 


fi » 


(8a)«) a -S: i 


OQ0««, fi V (ta)0 as 12B O 


8 - 


a ft da 0> 0i 






a •;i « di /J ^ 


3X r « £ « 




i& too*' 


0.1 






* X - 62. n ci 




< 


1 DO 




^ 'tl al J) ^ 


:oookv /el ^ -r a ^ « 


ti 


» 41 ^ «| u 


02.12 K 20OO*i« Ili.SlOD 

• 




Z'C . tft 9 






o u IB «fi n l£ 


(0) ib'eiK9>> 'J - h0)« 




D > 7 »» - h Ut 






«o T ft M r * 


it i» « « • 


ft 


ic c « A «n o '/ 








tooo 


mm. % & (-rm 1? 


tc (i4)0> « a (t4A> 





«BW64-75715 ( 5) 

CCT« Q tt ^100 ki /td ^ DsO|« l.0o« 
d I S.Oi% ' 2 * t<.0«% 

f b , ttX»«JR« V^^^ 3tltJB (lX)^l»aB 

•9 f b 2 - 20t/af 

s, ttSttfijp;?*** B.s HS3ot/itf&r« 

& S , - tOc/of . 

S ^ttHtt^tA^^S ^^0.4 XQc^4«0l/ 
A| ««ftieftil V8C (l4)OJK«it* V V (t4b> 0) 

Dio^ -1.0». -2.«»t-r«i* 

otf ]CDsO| Xd,^ «-3.14XL.tiX2.0 »0.'2lnf 

cn^oa«±e(4>s(cftAtr. 
D tt, D to, & -r « & ^ 



D so, >^ 2. ia^ <t « • 







m 




(14«) «ttDso| tt?lte«:0CJ:9tt 


A « n « 4 




llbS 


M 9 S R 401. S qI 








mno«|ft«/; 2400kr /ed&r« 








5^ISK4IG.t£'.(t4)«> 39:|*tt (Ma) 4^91 








400.2 X 2400^ 1 1 10. OlON T « S « 










6 f9 d 


n 






■< it * 


/ 


> 












* y > 








6 C JL 


-» 


T 




^ fc . 






( ftifi^a stt) 










At m It 




1*) 








9 


s«fr^«y^A»tr> >ftt6« «(t 


H « y 




A' 








> 






fr 


r 






ft 




* > h 


X 






►) 






^ ft ti^ tz 


» 



«Biq64-75715 (6) 



ii « « . 



oi»KjtnA€>BAr«r«Jtiroa^B« svn 

{io)attK« (ii>attn0« (ix)»xi«a^ 
(lib) mcsaasa. (u>tt KB (tav 

(14a) (Mb) ttSBKABB^ <li>tt 



...... oJ^*> OiB-* 




-86- 



»B«64-75715(7) 



K( 2 m 




S3ia 16401 %6ia 





-87 



!iaQ64*75715 ( 8) 



8 



% 9 



IS 10 





II- 



i 

14 \ 



12-^ 



f ^ 



iftf r 



» 12 B 




30— 



«an64-7S71S (9) 



-89- 



CLIPPEDIMAGE::: JP401075715A 

PAT-NO I JP401075715A 

DOCUMENT- IDENTIFIER: JP 01075715 A 

TITLE: SOIL CEMENT COMPOSITE PILE 



PUBN-DATEi March 22, 1989 

INVENTOR- IHfPORMATION i 
NAME 

SENDA, SHOHEI 
NAITO, TEIJI 
NAGAOKA, HIROAKI 
OKAMOTO, TAKASHI 
TAKANO, KIMIBISA 
HIROSE, TETSUZO 



AS S IGNSE- INFORMATION s 

NAME COUNTRY 

NKK CORP N/A 

APPL-NO: JP62232536 

APPL-DATE: September 18, 1987 

INT-CL_(IPC) t E02D005/50; E02D005/44 >• E02D005/54 • • 
US -CL- CURRENT: 405/232 



ABSTRACT: 

PURPOSE: To raise the drawing and penetrating forces of soxl 
cement con^osite 

piles by a method in which a steel tubular pile havxng a 
projection with an , 
expanded bottom end is penetrated into a soil cement column wxth 

an expanded 

bottom end in the groiind before it hardens . 
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is injected from the tip of a stirring blade rod 17 while 
excavating the ground 

with a expandible blade bit 16 to form a soil cement column 13 . 
When the 

column 13 reaches a given depth into soft ground layer 11, an 
expandible blade 

bit 15 is expanded to excavate an expanded- diameter pit down to 

the bearing 
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Specifications 

1. Title of the Invention 
Soil Cement Composite Pile 

2. Scope of the Patent Claims 

A soil cement composite pile that is characterized as conQ)rising: 



(a) a soil cement column that is formed under the foundation, the bottom end having an expanded diameter, 
and has a pile bottom end expanded diameter region of prescribed length; and 



(b) a projection steel pipe pile that is pressed into the soil cement coliurm before hardening, and has a 
bottom end enlarged region of prescribed length on the bottom end [sic] that is united with the soil cement 
column after hardening. 

3. Detailed Description of the Invention 

(Field of Indiistrial Utilization) 

This invention is related to a soil cement conqx)site pile; in particular, a soil cement conq)osite pile that 
improves pile strength with respect to the foundation. 

(Prior Art) 

Common piles oppose pulling force with their own weight and peripheral friction. Therefore, in structures 
such as steel towers with power transmission wires that have a large pulling force, the pulling force 
determines the designs of common piles, and they often result in uneconomical designs in which there is an 
excess pressing force. Thereby, as a method of construction that opposes pulling force, conventionally there 
has been the earth anchor constraction method shown in Figure 11 . In the figure, (1) is the structure, the 
steel tower, and (2) are pier studs of steel tower (1), portions of which are buried in foundation (3). (4) is an 
anchor cable, one end of which is connected to pier stud (2), (5) is the earth anchor that is buried deep 
within foundation (3), and (6) is the pile. 

Steel towers created through the conventional earth anchor construction method are configured as described 
above, and if steel tower (1) sways laterally due to the wind, pulling forces and pressing forces act upon 
pier studs (2), but because earth anchors (5) that are buried deep within the earth are connected to pier studs 
(2) with anchor cables (4), the earth anchors (5) have large resistance with respect to pulling force and they 
prevent the collapse of steel tower (1). Moreover, pressing force is opposed by pile (6). 

Next, as a focus with respect to pressing force, conventionally there has been the expanded bottom cast-in- 
place pile shown in Figure 12. This expanded bottom cast-in-place pile is constructed by excavating 
foundation (3) with an auger ft^om soft layer (3a) to support layer (3b), forming post hole (7) that has 
expanded bottom region (7a) on the support layer (3b) position, building a reinforced cage (omitted from 
the figure) inside post hole (7) until CT^anded bottom region (7a), and thereafter casting concrete to form 
cast-in-place pile (8). (8a) is ^e shank of cast-in-place pile (8), and (8b) is the expanded bottom region of 
cast-in-place pile (8). 

This conventional expanded bottom cast-in-place pile is configured as described above. Pulling forces and 
pressing forces act upon cast-in-place pile (8) in the same way, but the bottom end of cast-in-place pile (8) 
is formed as the expanded bottom region (8b), the support area is large, and resistance with respect to 
con^)ressive force is large, so it has large resistance with respect to pressing force, [sic] 

(Problems Addressed by the Invention) 

Widi steel towers, for example, that are created through conventional earth anchor construction methods 
such as that described above, there was the problem in which, when the pressing force acts yxpon the tower, 
the anchor cables (4) buckle and the resistance with respect to pressing force becomes extremely weak, so 
in order to resist pressing force as well, it is necessary to simultaneously use a construction method that 
resists pressing force. 

Moreover, with the conventional expanded bottom cast-in-place pile, the tensile resistance that opposes the 
pulling force depends on the quantity of reinforcement bars, but because concrete casting is adversely 
affected when the quantity of reinforcement bars is large, there was the problem in which the bar 
arrangement quantity of the a-a line cross section of Figure 12 of shank (8a) becomes 0.4 to 0.8%, and 
fiirthermore, the tensile resistance of cast-in-place pile (8) is equal to the tensile resistance of shank (8a) if 
the peripheral frictional strength between support layers (3a) of foundation (3) in the expanded bottom 
region (8b) of cast-in-place pile (8) is sufficient, and it is not possible to make the resistance large with 
respect to the pulling force of cast-in-place pile (8) even if there exists expanded bottom column region 
(8b). 



This invention was created in order to solve these problems, so its object is to obtain a soil cement 
coixq)Osite pile that can sufficiently resist with respect to both pulling force and pressing force. 

(Means for Solving the Problems) 

The soil cement conqx>site pile of this invention conq>rises (a) a soil cement column that is formed under 
the foundation, the bottom end having an expanded diameter, and has a pile bottom end expanded diameter 
region of prescribed length, and (b) a projection steel pipe pile that is pressed into the soil cement column 
before hardening, and has a bottom end enlarged region of prescnbed length on the bottom end that is 
united with the soil cement coliunn after hardening. 

(Operation) 

In this invention, by creating a soil cement con^site pile that conq^rises (a) a soil cement column that is 
formed under the foundation, the bottom end having an expanded diameter, and has a pile bottom end 
expanded diameter region of prescribed length, and (b) a projection steel pipe pUe that is pressed into the 
soil cement column before hardening, and has a bottom end enlarged region of prescribed lei^;th on the 
bottom end that is united with the soil cement column after hardening, the soil cement composite pile 
tensile resistance becomes large in conparison to cast-in-place piles made of reinforced concrete due to the 
fact is has a built-in steel pipe pile. Furdieimore, by establishing a pile bottom end expanded diameter 
region on the bottom end of the soil cement column, the periphery area between the support layer of the 
foundation and the soil cement coliunn is increased, and the bearing capacity due to peripheral friction is 
increased. By establishing a bottom end enlarged region on the bottom end of the projection steel pipe pile 
in accordance with this bearing capacity increase, the peripheral frictional strength between the soil cement 
column and the steel pipe pile is increased, so even if the tensile resistance were to become large, the 
projection steel pipe pile would not drop out of the soil cement column. 

(Exanq)les of Embodiment) 

Figiue 1 is a cross sectional diagram that shows one example of embodiment of this invention; Figures 2 
(a) through (d) are cross sectional diagrams that show the construction processes of the soil cement 
con^osite pile; Figure 3 is a cross sectional diagram that shows a projection steel pipe pile to which 
expansion wing bits are mounted; and Figure 4 is a plan view that shows the main body region and the 
bottom end enlarged region of the projection steel pipe pile. 

In the figures, (10) is the foundation, (1 1) is the soft layer of foundation (10), (12) is the support layer of 
foundation (10), (13) is the soil cement column formed on the soft layer (11) and the support layer (12), 
(I3a) is pile general region of soil cement column (13), (13b) is the pile bottom end expanded diameter 
region that has prescribed length di, (14) is the projection steel pipe pile that is pressed into soil cement 
column (13) and built up, (14a) is the main body region of steel pipe pile (14), (14b) is the bottom end 
enlarged pipe region that has a larger diameter than the main unit (14a) formed on the bottom end of steel 
pipe pile (13) and has prescribed length dj, (15) is the excavating pipe that is inserted into steel pipe pile 
(14) and has expansion wing bit (16) on its tip, (16a) is the edge that is established on expansion wing bit 
(16), and (17) is a stirring rod. 

The soil cement con^site pile of this embodiment is constructed as shown in Figures 2 (a) through (d). 

Projection steel pipe pile (14), which passes excavating pipe (15) that has expansion wing bit (16) into the 
interior, is established at a prescribed borehole position on foundation (10). Projection steel pipe pile (14) is 
screwed into foundation (10) using electromotive power, and while rotating excavating pipe (15) and 
boring with expansion wing bit (1 6), an infusing material such as cement milk made from a cement-family 
hardening agent is extracted from the tip of stirring rod (17), and soil cement column (13) is formed. Then, 
when soil cement column (13) reaches a prescribed depth in the soft layer (1 1) of foundation (10), 
expansion wing bit (15) is expanded and enlargement boring is performed and continued until siq>port layer 
(12), and soil cement column (13), whose bottom end has an e>q)anded diameter and has a pile bottom end 
expanded diameter region (13b) of prescribed length, is formed. At this time, projection steel pipe pile (14), 
which has bottom end enlarged pipe region (14b) with an expanded diameter on the bottom end, is also 
inserted into soil cement colunm (13). Furthermore, stirring rod (16) [sic] and excavating pipe (15) are 
drawn out prior to the hardening of soil cement column (13). 



When the soil cement hardens, soil cement column (13) and projection steel pipe pile (14) become unified, 
and the formation of soil cement con^x)site pile (18), which has cylindrical expanded diaineter region (18b) 
on its bottom end, is con^leted. (18a) is the pile general region of soil cement composite pile (18). 

In this example of embodiment, projection steel pipe pile (14) is also inserted simultaneously with Ae 
formation of soil cement column (13) to form soil cement con:q>osite pile (18), but it is also possible to 
form soil cement con^site pile (18) by forming cement column (13) with an auger in advance soil and 
pressing projection steel pipe pile (14) prior to soil cement hardening. 

Figure 6 is a cross sectional diagram that shows an exanq)le of variation of the projection steel pipe pile, 
and Figure 7 is a plan view of the example of variation of the projection steel pipe pile shown in Figure 6. 
This variation has on the bottom end of the main body region (24a) of projection steel pipe pile (24) bottom 
end expanded plate regions (24b) in which a plurality of projection plates project radially, so it functions in 
the same manner as projection steel pipe pile (14) shown in Figure 3 and Figure 4. 

In the soil cement conq)osite pile configured as described above, soil cement con:q30site pile (18) is formed 
with soil cement column (13) that has strong con^ression resistance and projection steel pipe pile (14) that 
has strong tensile resistance, so not only the pressing force resistance with respect to the pile, but the 
resistance with respect to pulling force is also markedly inq)roved in conqiarison to the conventional 
expanded bottom cast-in-place pile. 

Moreover, if the tensile resistance of soil cement con^osite pile (18) is increased, if the bond strength 
between soil cement column (13) and joint steel pipe pile (14) is low, then there is the danger that 
projection steel pipe pile (14) will escape firom soil cement column (13) due to pulling force before the 
entire soil cement conqwsite pile (18) escapes from foundation (10). However, soil cement cohmm (13) 
that is formed on the soft layer (11) and the support layer (12) of foundation (10) has on its bottom end a 
pile bottom end expanded diameter region (13b) with an expanded diameter and prescribed length, and 
bottom end enlarged pipe region (14b) with prescribed length on projection steel pipe pile (14) is located 
within this pile bottom end expanded diameter region (13b), Therefore, pile bottom end expanded diameter 
region (13b) is established on the bottom end of soil cement column (13), and even if the peripheral 
frictional strength between the support layer (12) of foundation (10) and soil cement column (13) increases 
because the periphery area at the bottom end becomes greater than the pile general region (13a), either 
bottom end enlarged pipe region (14b) or bottom end enlarged plate region (24b) is established on the 
bottom end of projection steel pipe pile (14) in response to this. The bond strength between soil cement 
colimm (13) and projection steel pipe pile (14) is increased by increasing the periphery area at the bottom 
end, so even if the tensile resistance becomes large, projection steel pipe pile (14) will not escape from soil 
cement column (13). Accordingly, in addition to pressing force with respect to the pile, of course, soil 
cement conq)osite pile (18) will have large resistance with respect to pulling force as well. Moreover, the 
reason that the projection steel pipe pile (14) was used as the steel pipe pile was to increase the soil cement 
bond strength with the steel pipe in bodi the main body region (14a) and the bottom end enlarged region 
(14b). 

Next, the pile diameter relationship in the soil cement composite pile of this example of embodiment will 
be described in detail. 

If the diameter of the pile general region of soil cement column (13) = Dsoi, 

the diameter of the main body region of projection steel pipe pile (14) = Dst|, 

the diameter of the bottom end expanded diameter region of soil cement cohmm (13) = Dsoi, and 

the diameter of the bottom end enlarged pipe region of projection steel pipe pile (14) = Dst2, then it is first 

necessary to satisfy the following conditions: 



Dsoi > Dst, 

DS02 > DS0| 



... (a) 
...(b) 



Next, as shown in Figure 8, when the peripheral frictional strength per unit area between soil cement 
colunm (13) and the soft layer ( 1 1) in the pile general region of the soil cement con^osite pile is taken to 
be Si, and the peripheral fiictional strength per unit area of soil cement column (13) and projection steel 
pipe pile ( 14) is taken to be S2, the soil cement combination is decided such that DsO| and Dsti satisfy the 
relation: 

S2>S| (Dst,/Dso,) ...(1) 

By taking such a combination, soil cement column (13) and foundation (10) are made to mutually slide and 
peripheral frictional force is obtained 

Incidentally, if at this time the uniaxial compressive strength of the soft foundation is taken to be 

1 kg/cm^, and the uniaxial con[q>ressive strength of die peripheral soil cement is taken to be Qu = 5 kg/cm^, 
then the peripheral frictional strength S| per unit area between soil cement column (13) and soft layer (11) 
at this time becomes Si = Qu/2 = 0.5 kg/cm^ 

Moreover, from experimental results, the peripheral frictional strength 82 per unit area between projection 
steel pipe pile (14) and soil cement colunm (13) can be expected to be S2 ^ 0.4Qu ^0A>^5 kg/cm^ ^ 

2 kg/cm^. From the relation of formula (1) described above, when the uniaxial con^ressive strength of the 
soil cement becomes = 5 kg/cm^, it is possible to make 4: 1 the ratio of the diameter Dsoi of pile general 
region (13a) of soil cement column (13) to the diameter of main body region (14a) of projection steel pipe 
pile (14). 

Next, the cylindrical expanded diameter region of the soil cement con^site pile will be explained. 

The diameter Dst2 of bottom end enlarged pipe region (14b) of projection steel pipe pile (14) is taken to be 

Dst2<Dsoi ...(c) 

By satisfying the condition of the formula (c) above, die insertion of bottom end enlarged pipe region (14b) 
of projection steel pipe pile (14) becomes possible. 

Next, the diameter DS02 of the pile bottom end expanded diameter region {13b) of soil cement column (13) 
is determined as follows. 

First, the case in which pulling force operates is considered. 

As shown in Figure 9, if at this time the peripheral frictional strength per unit area between pile bottom end 
expanded diameter region (13b) of soil cement colunm (13) and support layer (12) is taken to be S3, the 
peripheral frictional strength per unit area between the pile front end expanded diameter region (13b) of 
soil cement column (13) and the bottom end enlarged pipe region (14b) or die front end enlarged plate 
region (24b) of projection steel pipe pile (14) is taken to be S4, the bond area of the pile bottom end 
expanded diameter region (13b) of soil cement column (13) and the front end enlarged plate region (24b) of 
projection steel pipe pile (14) is taken to be A4, and the bearing force is taken to be Fbi, then diameter DSO2 
of expanded bottom region (8b) is determined in the following manner: 

n X DSO2 >^ S3 X d2 + Fbi < A4 X S4 ... (2) 

As for Fbi, cases in which the soil cement region is destroyed and the eardi of the upper region is destroyed 
can be considered, but as shown in Figure 9, Fbi can be expressed with the following formula as a shear 
fracturing force: 



Fb. = (On X 2) X (Dso-> - Dso .^ x V2 x ^ x (Dso, + Dso .> ...(3) 

2 2 



At this time, the layer that becomes the support layer (1 2) of soil cement composite pile (18) is either sand 
or gravel. Therefore, in pile bottom end e7q>anded diameter region (13b) of soil cement column (13), the 
strength of the soil cement that becomes concrete mortar is large, and strength greater than the order of 
uniaxial conqiressive strength ^ 100 kg/cm^ can be expected. 

Here, Q\x ^ 100 kg/cm^, DsO| = 1.0 m, length di of the bottom end enlarged pipe region (14b) of projection 
steel pipe pile (14) is taken to be 2.0 m, length d2 of pile bottom end expanded diameter region (13b) of soil 
cement column ( 13) is taken to be 2.5 m, and if 0,5 N < 20 t/m^ when support layer (12) is sandy soil from 
the highway bridge specification, then S3 = 20 t/m^ and S4 = 0.4 x Qu = 400 t/m from experimental results. 
When A4 is the bottom end enlarged pipe region (14b) of projection steel pipe pile (14), if Ds0| = 1 .0 m and 
df = 2.0 m, then: 

A4 = n X Dsoi X di = 3.14 X 1.0 m X 2.0 = 6.28 m^. 

Substituting these values into the aforementioned formula (2), and further substituting them into formula 
(3). 

if Dsti = Dsoi • S2/S1, then 
Dst2 ^ 2.2 m. 

Next, the case in which pressing force operates is considered. 

As shown in Figure 10, if at this time the peripheral frictional strength per unit area between pile bottom 
end expanded diameter region (13b) of soil cement column (13) and the support layer (12) is taken to be S3, 
the peripheral frictional strength per unit area of pile bottom expanded diameter region (13b) of soil cement 
column (13) and bottom end enlarged pipe region (14b) or bottom end enlarged plate region (24b) of 
projection steel pipe pile (14) is taken to be S4, the bond area of pile bottom expanded diameter region 
(13b) of soil cement column (13) and bottom end enlarged pipe region (14b) or bottom end enlarged plate 
region (24b) of projection steel pipe pile (14) is taken to be A4, and the bearing force is taken to be fl^, then 
the diameter DSO2 of bottom e;q>anded diameter region (13b) of soil cement column (13) is determined in 
the following maimer: 

n X DS02 X S3 X d2 + £b2 ^ 71 X (Dso2/2)^ < A4 S4 ... (4) 

At this time, the layer that becomes the support layer (12) of soil cement conqM)site pile (18) is either sand 
or gravel. Therefore, in pile bottom end expanded diameter region (13b) of soil cement column (13), the 
strength of the soil cement that becomes concrete mortar is large, and the uniaxial conq>ressive strength Qu 
can be expected to be approximately 1000 kg/cm^. 

Here, (^ ^ 100 kg/cm^ Dsoi = 1.0 m, d| = 2.0 m, and d2 - 2.5 m; 

fb2 = 20 t/m^ when support layer (12) is sandy soil from the highway bridge specification; 

53 = 20 t/m^ if 0.5 N < 20 t/m from the highway bridge specification; 

54 fc; 0.4 X Qu b; 400 t/m^ from experimental results; 

and when A* is the bottom end enlarged pipe region (14b) of projection steel pipe pile (14), 

if Dsoi = 1.0 m and di = 2.0 m, then 

A4 = TT X Ds0| X d| = 3.14 X LO m X 2.0 = 6.28 m\ 

Substituting these values into formula (4) described above, 

ifDst2< Dsoi, then 
Dso2 ^ 2.1m. 

Accordingly, as for diameter DSO2 of pile bottom end expanded diameter region (14a) of soil cement 
column (13), DSO2 that is determined by pulling force becomes approximately 2.2 m, and DSO2 that is 
determined by pressing force becomes approximately 2.1ia 



Finally, the tensile resistance of the soil cement conq)osite pile of this invention will be con:^ared with the 
tensile resistance of the conventional expanded bottom cast-in-place pile. 

With regard to the conventional expanded bottom cast-in-place pile, if the axis diameter of shank (8a) of 
cast-in<place pile (8) is taken to be 1000 mm and the tensile resistance of the shank when the bar 
arrangement quantity is set to 0.8% is calculated for the a-a line cross section of Figure 12 of shank (8a), 
then the reinforcement bar quantity is: 

lOO! 71x08 = 62.83 cm^ 
4 100 

If the tensile resistance of the reinforcement bars is taken to be 3000 kg/cm^ then the tensile resistance of 
the shank is 62.83 x 3000 ^ 188.5 tons. 

Here, the reason that the tensile resistance of the shank is taken to be the tensile resistance of the 
reinforcement bars is that concrete cannot rely on tensile resistance, so cast-in*place pile (8) is supported by 
reinforcement bars alone if it is reinforced concrete. 

Next, with regard to the soil cement con^site pile of this invention, if the shank of the pile general region 
(13a) of soil cement column (13) is taken to be 1000 mm, the bore diameter of main body region (14a) of 
projection steel pipe pile (14) is taken to be 300 mm, and the thickness is taken to be 19 nun, then the steel 
pipe cross sectional area is 461.2 cm^ 

If the tensile resistance of the steel pipe is taken to be 2400 kg/cm^, then the tensile strength of main body 
region (14a) of projection steel pipe pile (14) is 466.2 ^ 2400 1 1 18.9 tons. 

Accordingly, this becomes approximately six times the coaxial diameter expanded bottom cast-in-place 
pile. Therefore, in comparison to Ihe conventional exanq[>les, it has become possible with the soil cement 
composite pile of this invention to establish large resistance with respect to pulling force by establishing a 
bottom end enlarged region on the bottom end of the projection steel pipe pile and increasing the bond 
strength between the soil cement column and the steel pipe pile. 

(Effects of the Invention) 

As explained above, this invention forms a soil cement composite pile that comprises (a) a soil cement 
column that is formed under the foundation, the bottom end having an e?q>anded diameter, and has a pile 
bottom end expanded diameter region of prescribed length, and (b) a projection steel pipe pile that is 
pressed into the soil cement colimm before hardening, and has a bottom end enlarged region of prescribed 
length on the bottom end [sic] that is united with the soil cement column after hardening. Therefore, 
because a soil cement constmction method is enq>loyed at the time of constraction, it has a low noise level, 
low vibration, and litde waste. Furthermore, because it uses a steel pipe pile, the tensile resistance is 
in:^)roved in comparison to the conventional expanded bottom cast-in>place pile. In step with the 
inqjrovement of tensile resistance, the bond strength between the soil cement column and the steel pipe pile 
is increased by establishing a bottom end enlarged region on the bottom end of the projection steel pipe pile 
and increasing the periphery area with the bottom end, so there is also the effect that the projection steel 
pipe pile will not escape from the soil cement column and it has lai^e resistance with respect to pulling 
force. 

Moreover, because a projection steel pipe pile is used, the bond adherence with respect to the soil cement 
column increases, so there is also the effect that the resistance therefore becomes large with respect to both 
pulling force and pressing force. 

Furthermore, optimal pile construction is possible with respect to each of the loads by modifying the 
diameters of lengths of the pile bottom end expanded diameter region of the soil cement column or the 
bottom end enlarged region of the projection steel pipe pile according to the sizes of the pulling force and 
the pressing force, so there is also the effect that economical piles can be constructed. 



4. Brief Description of the Drawings 

Figure 1 is a cross sectional diagram that shows one exan^>le of embodiment of this invention; Figures 2 
(a) through (d) are cross sectional diagrams that show the construction process of the soil cement con^osite 
pile; Figure 3 is a cross sectional diagram that shows a projection steel pipe pile to ^^ch expansion wing 
bits are moimted; Figure 4 is a cross sectional diagram that shows the main body region and the bottom end 
enlarged region of the projection steel pipe pile; Figure 5 is a plan view that shows the main body region 
and the &ont end enlarged pipe region of this projection steel pipe pile; Figure 6 is a cross sectional 
diagram that shows an exan^le of variation of the projection steel pipe pile; Figure 7 is a plan view of the 
exan^)le of variation of the projection steel pipe pile shown in Figure 6; Figure 8 is an explanatory diagram 
for the puipose of securing the foundation bearing capacity of the soft layer; Figure 9 is an explanatory 
diagram for the purpose of securing the foundation bearing capacity of the support layer with respect to 
pulling force; Figure 10 is an explanatory diagram for the puipose of securing the foundation bearing 
capacity of the support layer with respect to pressing force; Figure 1 1 is an explanatory diagram that shows 
a steel tower created through the conventional earth anchor construction method; and Figure 12 is a cross 
sectional diagram that shows the conventional expanded bottom cast-in-place pile. 

(10) is the foundation, (1 1) is the soft layer, (12) is die support layer, (13) is the soil cement column, (13a) 
is the pile general region, (13b) is die pile bottom end e3cpanded diameter region, (14) is the projection steel 
pipe pile, (14a) is the main body, (14b) is the bottom end enlarged pipe region, and (18) is the soil cement 
composite pile. 

Agent Mimeharu Sasaki, Patent Attorney 
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10: Foundation 

11: Soft layer 

12: Support layer 

13: Soil cen^nt column 

13a: Pile general region 

1 3b: Pile bottom end expanded diameter region 

1 4 : Projection steel pipe pile 

14a: Main body 

1 4b: Bottom end enlarged pipe region 
1 8 : Soil cement coiiq)osite pile 
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Pulling Force 
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Pressing Force 
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